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Door position Crank Damper Spring Material
Click-on Impresso
Press-fit Screw-on Toolless

Full overlay
0   Zamak f028138564 f028138561 f017139435
0 –  Zamak f045138499
0 – – Zamak f0461386211

Overlay
3   Zamak f028138565 f028138562 f017139436
3 –  Zamak f045138500
3 – – Zamak f0461386221

Half overlay
9.5   Zamak f028138566 f028138563 f017139437
9.5 –  Zamak f045138501

1Additionally Tipmatic Pin required

Designation Art. no.

Tipmatic pin, short, Light grey f069149392

Tipmatic pin, long, Light grey f069149389

Designation Art. no.

Tiomos  Opening angle limiter, 120° f072135753

Clip-off protection f072135807

accessories

TioMos 155
155° wide-angle hinge (door thicknesses up to 32 mm)

Tiomos mounting plates 76

Accessories 86

Technical information 90

Tipmatic 160

Assembly technology 193

Assembly aids 198

• 155° opening angle
• With convenient depth adjustment via 

worm screw
• For cabinets with inset drawers or  

pull-out shelves
• Optimal reveal for door thicknesses  

up to 32 mm
• 3-dimensional adjustment with 

corresponding mounting plate
• Minimum reveals
• Shallow cup depth

155°
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19 With cranking 0, a mounting plate 
height of 19 mm and cup distance of 
4 mm, door and cabinet edges meet 
at mitred angles on all 4 sides.

for use with inset drawers.
At cranking 0, and with all mounting 
plate thicknesses, the door protrudes 
inwards at 90°. With cranking 3 and 
mounting plate height 3, the door will 
be flush with the cabinet.
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R (min.) R (min.)
19-20 1.0 0

22 2.0 0
24 3.0 1.0
26 4.2 2.5
28 5.4 3.8
24 6.5 5.3
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